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Acoustic Data Analysis ASCO

JASCO Applied Sciences provides comprehensive processing and

analysis of acoustic data and meaningful reporting of results through APPL[ED SC]EN(tES

advanced automated processing software and scientific expertise.

Expert Analysis and Reporting

We work with clients to provide accurate and scientifically defensible
results within required time frames:

e Preliminary interpretations of results while still in the field 10Hz-8kHz —10-100Hz —100-1000 Hz —1-8 kHz
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e Presentation of fully analyzed and interpreted results in
comprehensive reports

In-band rms SPL
(dB re 1 pyPa)

e Synthesis of multi-year results into comprehensive
soundscape descriptions
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JASCO's rigorous editorial review process ensures quality in all our "én:i_
deliverables. Our senior scientific reviewers verify each report before % s
it is released to ensure it is scientifically accurate and focused on our 3
client's objectives. 8
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Our comprehensive data analysis software suite and marine mammal pertinent frequency bands
detection algorithms are continually developed and improved to keep
abreast of innovations in the field and our internal research programs.
We use high-performance computing clusters to process efficiently
and reliably large volumes of acoustic data: - 175 \
o 165

e Automated detection and classification of marine mammal gn:i_ s . / \/\ A
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e Calculation of the sound levels of background or ambient noise 2 i — -
e Detection and quantification of sound from seismic surveys,

vessels, pile driving, and blasting 0 M 10-100 Hz 100-1000 Hz  m1000-8000 Hz

Daily SEL contribution
by band (%)
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Targeted Manual Analysis

Our experienced bio-acousticians review subsets of audio data and
spectrograms to validate the automated marine mammal detections
and identifications at a fraction of the effort of exhaustive manual
analysis. They also interpret vocalizations in the context of a given
project and environment. Specialized analysis can:

e |dentify presence or document absence of vocalizations for
marine mammal species of interest

e (Classify marine mammal calls by species and call type
e |dentify presence or document absence of seismic survey activity
e Characterize the time and frequency properties of acoustic events

We customize our manual analysis protocols to meet the needs of
your project.
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ISO 9001 Certified

For more information, contact your nearest JASCO Applied Sciences office:

Silver Spring, MD, USA
+1-301-565-3500
maryland@jasco.com

Halifax, NS, Canada
+1-902-405-3336
halifax@jasco.com

Victoria, BC, Canada
+1-250-483-3300
victoria@jasco.com

Sound Science and Technical Excellence

PAMIlab Software Suite

JASCO’s PAMIab software suite enables our analysts to process
and interpret acoustic data both automatically and manually. The
software calculates ambient noise levels and detects and
characterizes acoustic events. Manual annotations are used to train
the detection and classification algorithms for vocalizations and
human-made sounds.
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Real-time Analysis: Passive Acoustic Monitoring

JASCO field scientists provide real-time passive acoustic monitoring
(PAM) solutions during industrial operations. Our experienced PAM
operators rely on auditory clues and inspection of spectrograms to
identify in real time anthropogenic noise and marine mammal calls.
They log systematically all pertinent events and can immediately
notify operators of marine mammal detections. We can immediately
provide raw data and brief detection reports, for traceability of
responsive actions.

Australia
+61 7 3823 2620
australia@jasco.com

United Kingdom
+44 (0) 1489 878439
europe@jasco.com
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